Class 6(O—Test Equipment 


tiass 60 
TEST EQUIPMENT 

SMCLUDES: TEST OSCILLATORS & SIGRAL GEN- 
ERATORS; RECEIVER ANALYZENG SETS; 
VACUUM TUBE TESTERS; OSCILLOSCOPES; 
CIRCUIT AWALYZERS: SOUND LEVEL METERS; 
WAVERETERS: VOUT-OHM MELLEAMMETERS; 
VOLT-OHMMETERS; OUTPUT METERS; OHM- 
METERS; AMMETERS; VOLTMETERS; ETC 

SEE CLASS 22 FOR INBICATENG INSTRUMENTS 


CONFIDENTIAL NAVSHIPS 900,109 , 


665197 O- 45 - 65 


Class 60—Test Equipment 


3.60-1 


SOAR, ras asso woe | etc | 


cy- 60000 GENERAL USE 
RADIO SET AHALYZER 


8/23/33 660 
BOV. 41 


ev 60001 oe 
CIRCUIT ANALYZER ASSEMBLY? 
FOR 4 TO 7-PRONG TUBES. 


16/12/34 666 
APR. 42 


es-60002 TAW-% 
TEST OSCILLATOR 
26 CYCLES. 


2/18/35 ML-73550133-C-2 
MOV. 41 


es-60003 TBS & TAW-a 
TEST OSCILLATOR 
60 CYCLES, 


3/6/35 WL-7350133-G-1 
BoV. 41 


cac60004 te 
OSCILLATOR - RF. 
RECEIVER ALIGNMENT. 9.5 TO 30 MC. 


$/28/36 
bec. 41 


ey 60005 6£-1 
CIRCUIT ANALYZER ASSEMBLY? 
FOR 4-PRONG TO &-PRONG TUBES INCLUSIVE. 


VOsI8/35 CEE-19 
APR. 42 


¢ac60006 iP 

RADIO FREQUENCY STANDARD 

SIGNAL OSCILLATOR UNIT. 9.5 KG TO 30 KC 
+ 18 WITH STANDARD SIGNAL OUTPUT + 10% 
DOWN TO 2 MICROYOLTS, AND 30 AC TO SO MC 
+ 3% WITH SIGNAL OUTPUT & 50% DOWN TO 2 
RICROVOLTS AT 50 HC. 


V2/9/38 
MOV. 41 


cFp-60006-A LP-s 

RADIO FREQ, STANDARD SIGNAL 
OSCILLATOR UNIT: FREQ. RANGE: 9.5 KC TO 
30 HC + 1S WITH STANDARD SIGNAL OUTPUT 
2 10% DOWN TO TOW MICROVOLTS AND 30 HC 
T0 50 MC t 3% WITH SIGNAL OUTPUT + $04 
DOWN TO 2 MICROVOLTS AT 50 WC. SIMILAR 
70 TYPE -60006 EXCEPT FOR IMPROVED TUBE 
1osiasas 
DEC, 44 


crFo60006-A 
SOCKETS AND SLIGHT INTERNAL CHANGES. 
ELECTRICALLY & MECHANICALLY INTER- 
CHANGEABLE WITH -60006, 


cts 60007 N1408-79290 

CAPACITOR ANALYZER 

RANGE: 10 MMF TO 100 HFD, 1 OM TO 10 
MEGOHRS. 


s/i/39 
mov. 41 


Ra-60008 06 
VISUAL OUTPUT INDICATOR 
UNLT, : 


2/8739 
NOY. 41 


cas 60009 on 

RF BRIDGE 

FOR HEASURING RF RESISTANCE (0.1 TO 
Stl.) OHMS) AND RF CAPACITANCE (50 MMP 
TO 1.8 HFD) WITHIN FREQUENCY LIMITS OF 
25 KC AMD & MC. 


¥/3740 516-6SF REV 8 
MOv. 41 


60010 * SEE BELOW RA TOF 2318 
LENE TESTING OHNMETER 
6 RANGES 0.2 TO 3000 OHMS CIN MULTIPLES 
OF 10) TO 20,000 OHMS TO 300 MEGOHMS. 
SUPPLY VOLTAGE 115 VOLTS, 60 CYCLES. 
HWCLUDES SPECIAL SHOCKPROOF MOUNTING. 


# 8855 & 56 ANT. SYSTEM. 
8/27/40 (CV) 763 MOD. 
MOV. 41 


cpE 60011 Ye 

LOCALIZER TEST UNIT 

FREQUENCY RANGE: 300 TO 800 KC; OUTPUT 
CONSISTS OF THO REED INDICATORS TUNED TO 
90 & 150 CYCLES. USED TO CHECK LOCAL- 
SZER COURSE. 


9/23740 . 2093 REV J 
wo. 41 


Ra-60012 O84 

VACUUM TUBE VOLTMETER 

CASE ALSO INCLUDES A RECTIFIER POWER 
SUPPLY FOR PRE-AMPLIFLER. 


10/16/40 
ROY. 41 


cw-60013 28 

PORTABLE TEST OSCILLATOR 

246 HC MODULATED AT 710 KC. USES TWO 
WAVY TYPE -955 VACUUM TUBES. 


40/37/40 
4i 


ESO-676184 
ISSUE 3 


cc- 60014 
METERING UNIT 
CONTAINS A 10 MA DC (4 OHMS DC) 3-1/2" 
FLUSH TYPE MILLIAMMETER IN A PORTABLE 
MOUNTING BASE AND AN EXTENSION CORD AND 
PLUG. 


* SEE BELOW 


* CXAF, CXAH. CXAO. 
14/13/40 
mov. 41 


P-7762949 REY O 


cev60015 oF 

EMPULSE RECORDER 

20 PEN CHRONOGRAPHIC IMPULSE RECORDER. 

€ACH PEN TO OPERATE FROM & YOLTS OC BY 

MEANS OF ELECTROMAGNETS (COILS RATED 40 
TO 45 OHMS OC). CHART ORIVE MECHANISM 

TO ORIVE THE CHART AT SPEEDS OF 1-1/2" 

PER MtNUTE OR 1-1/2" PER HOUR. 

¥1/19/40 

mov. 41 


Ra- 60016 op 

IMPULSE CALIBRATOR 

OPERATION OF TRIGCER ON BRASS DISK PRO- 
OUCES THE PROPER IMPULSE TO RECORD 7 
PINS OF NAVY TYPE CEV-60015 IMPULSE 
yult. 


2/18/41 
Mov. 45 


cesY 60017 * SEE BELOW 
RECEIVER TEST SET 


* FOR USE WITH RAT-t & RAV. 
3/4/41 7369 
wov. 41 


ctu 60018 
OSCILLOSCOPE 
INCLUDES INTERNAL RECTIFIER FOR OPERA 
TION FROM 110 VOLTS, SINGLE PHASE, 60 
CYCLES. 


GENERAL USE 


atti set 830 
WOV. 41 


Ru- 60019 oR 

UNDERWATER SOUND ANALYZER 

FREQ, RANCE 10 10 5000 CYCLES; INCLUDES 
A FREQUENCY SELECTOR SWITCH FOR A $00 
CYCLE LOW PASS, A 500 CYCLE HIGH PASS, A 
1000 CYCLE LOW PASS, A 1000 CYCLE HIGH 
PASS, AND A 500 TO 1000 CYCLE BANO PASS 
FILTERS TOGETHER WITH A HIGH CAIN 
6/19/44 (CW) 105A 

NOV. 4t MOOIFIED 


AMPLIFIER AND A VISUAL 60019 
INDICATING METER CALIBRATED IM DB. 


cua 60020 Ye-1 

OSCILLOSCOPE 

INCLUDES (NTERSAL RECTIFIER FOR OPERA 
T1ON FROM 110 VOLTS, SINGLE PHASE, 60 
CYCLES. 3" CATHODE RAY TUBE. 


8/2" 41 1558 
NOV. 41 


CONFIDENTIAL 


RAT? _|_ aa _] 
NAVSHIPS 900,109 
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i 


3.60-2 


Class 60—Test Equipment 


[RAG [rer assiowee von | AERO | 


[SEAGATE [roar assionen von | AAMARAMRI, | [RAMA [rast asionso von | oBNTGRRHY 


60020-A MK3, MK4 
OSCILLOSCOPE: 
ANCLUDES INTERNAL RECTIFIER FOR OPERA- 
TEON FROM 105 TO 4125/1750 TO 60, 50 
WATTS 3" CATHODE RAY TUBE, TIMING RATED 
10 CY TO 60KC; HAS LIGHT SHIELD: HAS 
SOME DIFFERENT TUSES; ELECTRICALLY AND 
MECHANICALLY INTERCHANGEABLE AS A WHOLE 
4/46743  CRYZ155-C 
AUG. 43 


60020-A 
WITH -60020; SANE CASE USED. 


cac 60021 OR-4 
SOUND LEVEL METER 
FREQUENCY RANCE 10 TO 7500 CYCLES. 


6/28/45 «7598 
NOV. 41 


cac 60022 oR-1 
SOUND ANALYZER 
FREQUENCY RANGE 25 TO 7500 CYCLES. 


6/28/41 760A 
NOV. 4) 


coe 60023 Yor 

* LOCALIZER TEST UNIT 
FREQUENCY RANGE 300 TO 800 KC; OUTPUT 
CONSISTS OF A ZERO CENTER O To + 150 
MICROAMP INSTRUMENT TO INDICATE LOCAL- 
1ZER COURSE 


7/18/41 2983 REV O 
APR. 42 


CDE 600234 YG-2 

LOCALIZER TEST UNIT: FREQ 

RAWGE 300 TO 800 KC. OUTPUT CONSISTS OF 
A ZERO CENTER O09 TO +115 MICROAHPS IN- 
STRUMENT TO ENDICATS LOCALiZER COURSE. 
ENTERNAL BATTERY SUPPLY 1.5/°7.5/90 ¥. 
WEIGHT 23 POUNDS. SAME AS COE-60023 EX- 
CEPT HAS PUSH BUTTON SWITCH ON FRONT 


8/28 742 CDOEZBEIZIA 
AUG. 43 ° 2983 REY O 
cDE60023A 


PANEL TO READ "VOLUME™ CURRENT. 


RH- 60024 OR-2 
ATE? SOUND ANALYZER 

: Se 10 79 $000 CYCLES; SAME 
-80019 EXCEPT FOR O41SSION 


8/11 74t (CH) 105 A MOD. 
NOV. 41 


crv 60025 ats 

METERING KITS 

CONSISTS OF CASE WITH TWO PLUG AND CORD 
ASSEMBLIES, WITH PROVISIONS FOR HOUSING 
2 METERS 


12/31/41 TRViP-721044- 
SUNE 42 5041 SUB 4 


wt 60026 Ls 

SIGNAL GENERATOR 

CRYSTAL CONTROLLED 91.4, 92.3 & 93.1 
MG, OUTPUT CARRIER MODULATED AT 60 
CYCLES. FOR USE IN CONNECTION WITH THE 
CHECKING AND ADJUSTING MODEL ZA EQUIP 
BENT. 

1/26/42 D/S 602BA 20057 REV 1 
HAR. 42 


crv 60027 or 

VACUUM TUSE VOLTMETER?: 

SUPPLY SELF-CONTAINED, 1-1/2 VOLT DRY 
CELL, R«Fe. INPUT APPROX. 10 VOLTS. 
FREQUENCY RANGE 100 TO 225 MC, METER HAS 
SCALE OF O - 200 MiCROAMPERES. TwO 
SWITCH POSITIONS GIVE RANGES (A) 0 - 2 
VOLT DC FOR CELL MEASUREMENT, (BY O - 


1/27/42 CRVTK-871814 
KPR. 42 sua Oo 
crv 60027 


200 ARBITRARY DIVISIONS FOR RF. 


60028 ¥6 
FREQUENCY METER? 
CONSISTS OF A RESONANT LINE TANK 
CRYSTAL RECTIFIER, AND A MICROAN Re 
FREQ, RANGE: 236 TO 256 MC. REQUIRES N 
POWER. 


mom 


3/2/42 CRViMi-8503 T-7602239 
NOV. 43 CFTSRA-2248-12 REV 45 


cre 60029 OF-1 

RADIO INTERFERENCE © 

LOCATOZ: FRE. RANGE: 150 TO 350 KC AND 
550 TO 18000 KC IN FOUR BA'OS, SENSI - 
TIVITY RANGE: 10 TO 109,000 MicROVOLTS 
IN 3 SCALES. FIELO INTENSITY RANGE: 10 
MICROVOLTS/METER TO 100,000 MICROVOLTS/ 
METER #N 3 SCALES. OUTPUT METER SCALE 
3/9/42 CFET7602239 
OCT. 42 REV 45 


CALIBRATED 10 TO 1000 cre 60029 
GICROVOLTS, EXTENDED RANGES OBTAINED 
USTNG GNPUT ATTENUATOR AND MULTIPLYING 
FACTORS. HOUSED IN WATERPROCE CARRYING 
CASE. FRONT REMOVABLE TO ALLOW ACCESS 
TO CONTROLS. WHIP ANTENNA -66038 CARRI- 
ED IN COVER WHEN TRANSPORTING. 


ccc 60030 USE WITH AMA 

TEST UNIT: INCLUDES A 

"TEST CASE" "TEST UNIT" "TEST ADAPTER 
AND STAND". THE USE OF THIS NAVY TYPE 
HAS BEEN DISCONTINUED ANO MODEL LETTERS 
QAG HAVE BEEN ASSIGNED TO DESIGNATE THIS 
EQUIPMENT. NAVY TYPE DESIGNATIONS CGG- 
10148, CGG-60051, AND COGC-60052 HAVE 
349F42 1E-35-4 

MAR. 43 


ASSIGNED 
ISSUED 


¢¢c660030 
BEEN ASSICHED TO DENOTE THE RESPECTIVE 
MAJOR UNITS. 


cv- 60031 00-5 

VACUUM TUBE ANALYZER? 

POWER SUPPLY 115 VOLTS AC, 5 TO 60 
CYCLES. FOR TESTING TUBES WITH 4 TO 8 
PSONGOCTAL T¥BE BASES, MENIATURE, LOCTAL 
AND ACORN BASES. 


3/11/62 686-TYPE 8 GKETCH 
NOY. 43 


cv 60032 od-t 

NACuuw TUusE TESTER? 

POWER SUPPLY 115 VOLTS,60 CYCLES. SINGLE 
PHASE, 35 WATTS. USED FOR TESTING TUBES 
WITH 4, 5, AND 6 PIN COM3INATION LARGE 
ANG SMALL, 2 AND B PIN LOCITAL, 8 PIN 
OCTAL, ACORN AND MINIATURE BASES SINGLE 
BOX, PORTABLE. SIMILAR TO WESTON HOD.788 


Bit /42 
HAR, 43 
cui 60033 GENERAL USE 


WAVE METER: 
FREQUE'ICY RANGE 160 TO 220 MC. VT VOLT- 
METER TYPE SUPPLY, INTERNAL BATTERIES. 


S/13/42 BRITHSH TYPE 
APR. 42 W-it5S8 


cy 60034 OE -6 

CERCUIT ANALYZER ASSEMBLY: 

PROVIDES FOR 4 PRONG T® 8 PRONG TUBES 
PLUS MINIATURE TUBES. 


3/16/42 
APR. 42 


Cw 60035 * SEE BELOW 

VOLTMNETER TEST PANEL: 

INCLUDES A WESTON TYPE 301 0 TO 1 VOLT 
AC, RECTIFIER TYPE METER, CALIBRATED FOR 
USé ON STEEL PANEL, 2000 OHMS/VOLT 

(FOR ITEM CSI, CS28, CSS, CS4) 


* UHKF REMOTE CONTROL CIRCUITS 
4/9/42 X65602F €S-712758 
HAR. 435 LIST 4 


cw: 60036 ® see Below 

TRANSMESSION MEASURING 

SET: £@R USE ON 600 OHM LINES. CAPABLE 
OF MEASURING RECEIVED POWER FROM 45 OB 
BELOW TO O AND FROM O TO 10 DB ABOVE +t 
MILLIWATT. FREQ RANGE OF MEASUREMENTS 
*570036C-1 45S 2 

woUnr KEMVTE CUNTROL CIRCUITS 


4/11/42 CKI0-163417 %4-63606 FIG 29 
WAY 45 KSEE ABOVE 

cw-60036 
iS 30 TO 15000 CPS. OFE FROM 105 
TO 125 VOLTS, OC OR 25 FG 60 CYCLES 


SUNGLE PHASE AC, TAKES APPXOX 50 WATTS. 
(FOR ITEM T2). 


L__oare | MAWHAGTIBERS | SeSIMACTHEEA, 


oat | VASA? | ARNIS _| 


NAVSHIPS 900,109 


care | MRUAGTRSIFS | AANWTACTURERA 
CONFIDENTIAL 


Class 60—Test Equipment 3.60- 3 


es EAST [ease assioweo vor | GAMER | | ENEIRES [ruse asioneo von | owAaMRS. | [SRL [rinse asscneo vor | RRO | 


cw 60037 RBQ OBTAINED ACROSS 75 OHM c4660040 cTkK 60044-A sPp-iM RE-9045 
TEST OS ELLLATOR UNITS: CABLE. AM. MODULATION j VACUUM TUBE VOLT-OHMMETER 
: FREQ RANGE 132 TO 196 MC. INPUT 200 V (O-60%). INTERNAL 1000 CYCLES 45%, EX- SUPPLY; 105 TO 130 VOLTS, 1 PHASE, 60 
oe DC, .005 AMPS, 6.3 V AC/DC, 1 AMP. QUT- TERNAL, ‘ “ . 


FLAT WITHIN 2 03 FROM 100-20,000 
CYCLES. SEVEN VOLTS REQUIRED FOR 50% 
MODULATION INPUT IMPEDANCE 0.25 MEG. 
POWER SUPPLY: 115/1/60, 25 WATTS. OVER- 
ALL OIMENSIONS 19-1/2" LONG 9" DEEP,II- 
5/8” HIGH. HAS PROVISIONS FOR EXTERNAL 


CYCLES, 12 WATTS. SAME AS BASIC NUMBER 
EXCEPT ALL COMPONENTS ARE NOT NAVY 
APPROVED. 


Put | To 320 MV FNTO 1.5 TO 70 OHM LINE. 
OUTPUT CAN BE MODULATED AT 1000 CY BY 
INTEGRAL SECOND OSCILLATOR. OUTPUT 
CIRCUIT INCLUDES TWO ATTENUATORS GIVING 
4/11/42 D-150422 : 


1/24/44 CRYS65-A 
BABS -45 PLATE SUPPLY HAR 4d 
: 60037 cci60041 USE WITH MP cLe60045 oat 
CONTINUOUS ADJUSTMENT UP TO 50 DB. FIELD STRENGTH METER: Ben Or REGCIVERS RWMATERS 
FREQUENCY RANCES 2.4 TO 4.5 MC. CON- OPERATES ON 190-130 VOLTS AC, 60 CYCLES. 
: SISTS OF A 6 V INTERNAL BATTERY, NAVY MAY BE USED AS A PLUG-IN ANALYZER OR 
‘ne T¥PE CBR-19027, A 2-1/2" FLUSH SIMPSON POINT TO POINT METAR. FUNCTION SWITCH 
O - | MILLIAMMETER, ONE 174 VACUUM TUBE. AND RANGE SWITCH TO SELECT OPERATION AND 
ALL ENCLOSED IN A 5" X 5" X 9" CASE WITH RANGES. OUTPUT DB -15 TO #59, 6 MW, $00 
ATTACHED HANDLE AND A BUILT-Ji, COLLAPS- OHM REFERENCE LEVEL. AC VOLTS O TO 1600. 
5/22/42 8/7/42 CLBs285-8 
: ocr. 42 AUG. 42 
‘ne 
cHK 60038 02, oz-t E z 
bene ce ties TuBe eseuees ees eee Eel O0ks DC VOLTS O TO 1000. D¢ 60045 
TESTER: SINGLE BOX, COMBINATION TUBE . BYES OLR OO WEES HORE EOS ELON. OHMS 
TESTER AND VOLT-ORM MILLIAMETER TESTER. Tae tte Ce pines ero: Eb OReMR Ee es 
POWER SUPPLY 115/1/60. FOR TESTING te HE RAR GE BSL ee 
; SEANDARD. TUBES mene 4.86. BAN COmaTS WHERE AC IS NOT AVAILABLE, PROVISION iS 
Lad NATLON LARGE AND SMALL 7 PIN, 8 PIN LOC- BADEN FOR de Yes VOLT BALLER Or ORE RO 
TAL OR OCTAL, ACORN AND HINIATURE BASES. Sapuehins ORG ue Ane ag 
4/29/62 CHK:550-% 18560747, 
120) LOCTAL TUBES AND TUBE INDEX CHART. 
AUG. 42 
cHx60038 cas 60042 05-2 cpr 60046 GENERAL USE 
IMPEDANCE BRIDGE: RANGES: 
2 : VOLT-ONM MILLIAMETER: 
Fee er ha ee cence Cr lOR = 30 1000 RESUS LE Let ELON, TO ME Gis WO MMEs 10100 SIX DC VOLTAGE RANGES AT 1000 OWNS PER 
VOLTS AC/DC IN 4 RANGES 0-20, 0-200, MFO, 1 MICROHENRY TO 100 HENRIES, DISSI- VOLT WITH SCALES 0 10 6/30/150/300/600/ 
& 0-500. 0-1000; 1000 OHMS PER VOLT ON PATION FACTOR (R/X).002 TO 1, Q FACTOR 4200 VOLTS. SIX AC VOLTAGE RANGES AT 500 
‘ ALL RANGES. 0-200 MA IN 2 RANGES G-20, (X/R).02 TO 1000, INCLUDES FOUR 1-1/2 ¥ OHMS PER VOLT WITH SCALES © TO 12/607 
Or 200 Nhe UP TO) 25 MEGOHAS: IN. 3,.0VER@ #6 ORY CELLS FOR DC MEASUREMENTS AND 300/600/1200/2400 VOLTS. FOUR DC CURRENT 
EAE BING RANGES DNAS CABACLET SCALES DRIV ENG: TOO0 CH LNTERVS EMI CROPHONE HUM® RANGES WITH SCALES 0 TO 1«2/12/420/600 
6/22/42 650A CODE CAG3650-SSF2 


8/21/42 CRF 3832-A 


OCT. 42 "BEAST" WAR. 43° CODESANVIL 


cis 60039 GENERAL USE HER FOR IMPEDANCE MEASURE- cac 60042 CPFE0046 
VOLT-OHH MILLTAMETER: MENTS. PROVIDES FOR EXTERNAL GENERATOR 
Case 3% X 5-3/4" X 2%, BAKELITE, 4 DC TO MEASURE }MPEOANCES FROM A FEW CY TO MELS. THREE RESISTANCE RANGES WITH 
MIL RANSES (WITH THE FIRST SCALE DIVIS- 10 KC. MEASUREMENTS ARE MADE IN TERMS OF SCALES 0 TO $000/500,000 OHMS AND O TO 
10N 5 MICROAMPS.) OF 0/0.36/30/150 4 DC STANDARDS USING A 4 ARM BRIDGE CIRCUIT. "S MEGS. SIX DB RANGES FROM -10 TO +62 
VOLT RANGES (FIRST SCALE DIVISION oI DETECTOR FOR DC MEASUREMENTS 19 A BUILT- D8. SIX QUIPUT RAHGES 0 TO 12/60/300/ 
VOLT OF 0/6/150/300/1500, 4 OHM RANGES IN GALVANOMETER AND FOR 1000 C¥ MEASURE - 600/1200/2400 VOLTS. DIMENSIONS ARE 7” 
(ulin FE OHM FIRST SCALE DIVISION AND 25 MENTS HEAD PHONES ARE USED. 42" WIDE, X 3" X 4-1/2", INTERNAL BATTERIES SUP- 
4/2b/42 152542 20" DEEP, 8-1/2" HIGH, 30-1/2e WITH PLIEDs : 
JUNE 42 BATTERIES. 
OHM CENTER SCALE) OF c1s60039 C1A60043 USE WITH JH-I 60047 = ¥6 
0/2000/20000/200,000/2 WAVEMETER: FREQUENCY BAND R.F. MONITOR UNIT? 
MEC., 4AC VOLT RANGES (WITH FIRST SCALE 70 TO 90 MC, VACUUM TUBE TYPE RECTIFIER CONSISTS OF AN ADJUSTABLE LENGTH AN= 
DIV. 1 VOLT) OF 0/6/30/150/600, 4 OUT- UNIT WITH THTERNAL BATTERIES, 2 - #2 TENA, A RESONANT LINE, A CRYSTAL DE- 
PUT RANGES OF 0/6/30/150/600; 4 DB FLASHLIGHT CELLS IN PARALLEL (1-1/2 V) TECTOR AND AN INDICATING METER. RESPONSE 
RANGES -6/+10,48/4+24, #22/+38,+34/450. TO SUPPLY FILAMENT CURRENT FOR 1S5 TUBE. iS 246 MC. METER SCALE 1S 0 TO 200 
SENSITIVITY 5000 OHMS/VOLT INTERNAL MICROAMMETER WESTON MODEL 301, 0 - 200 MICROAMPS OC. 
BATTERY WICROAMPS SCALE USED FOR DETECTION. 
: 6/25/42 9/4/42 CRYIMI-8505 CR¥IT-621025 
io AUG. 42 HOV. 43 CFT:RA-2191-1 SUB O 
cis- 60039-A GEN. RADIO USE cTK 60044 *SEE PLATE 2 cwo 60048 * SEE BELOW 
NXor-56817 VACUUM TU3E VOLT-OHN-METER? FREQUENCY METER: 
VOLT-OHM MILLIANETER: VOLTAGE RANGE 0 TO 1000 VOLTS AC OR DC. ACY RANG 70 TO 90 MC ACCURACY, 
» SAME AS HAVY TYPE -60039 EXCEPT HAS HNPUT RESISTARCE OF FI MESOHMS 1S CON- tb/3rc. ROCTIF TYPE USING A 1S5 TUBE 
on METAL CASE AND HOOD, OVERALL DINENSIONS STAHT ON ALL OC RANCES. RESISTANCE RANGE FILAMENT SUPPLY 19 2-y2 FLASHLIGHT CELLS 
SLIGHTLY LARGER -3 5/2" X¥ & 3/4" X 0 10 4000 MECOHMS. TEST VOLTAGE ACROSS PARALLEL CONNECTED FOR 1-5 VOLES. HICRO- 
2 3447, RESISTANCE VARIES FROM .1 TO 3 VOLTS. METER USED IS G TC 100, WESTON TYPE 301. 
OPERATES FROM 105-435071760, 12 WATTS. * ACCESORY FOR JM~2 
4723/44 542K o 6729442 STOCK PIGS-N 9/18/42 
JULY 44 OCT. 42 Oct. 42 
been 
cas 60040 ux cTK60044 " ENCLUDES INTERGRAL cua 60048 
U.HeF. SIGNAL GENERATOR: ANTENNA 10" LONG PROTRYDING FROM TOP OF 
CARRIER FREQUENCY RANGE 7.5 TO 330 MC UNIT. 
CN FIVE RANCES (7,8-22/22-SO/E0-126/120 
', -240/240-330) DIRECT READING WITHIN 428, 
oe OUTPUT VOLTAGE RANGE: 1 MICROVOLT TO 20 
. MILLIVOLTS FOR 7.5-100MC, 1 MICROVOLT TO 
10 MILLIVOLTS FOR 100-330 MC. OUTPUT iS “GENERAL USE, (NXS-5073 
4/21/42 MODIFIED 804-8 804-SSF-150 
AUG. 42 ase sesicunb 
gy ISSUED issues : 
- [are | “AWWARTHR? | SA RATTHAITA, care | SRHAGTHRR? [SANTANA [ane | RRA? | SENATE | 
CONFIDENTIAL NAVSHIPS 900,109 


3.60-4 


Class 60—Test Equipment 


[ peat es [reer ASSIGNED FOR | 


Sa. | 


AND ADJUSTMENT OF MODEL ZA EQUIPHENT. 


SAME AS 60026 EXCEPT HAS 2 PIN CRYSTAL 
HOLDER AND SOCKET AND HAS SMALLER 
1076/42 CHL:9-1082 

: SEPT 43 


cut 60049 
BATTERY COMPARTHENT. 


7 coe 60050 FSEE BELOW 

TEST OSCILLATOR: 

OPERATES FROM 13 OR 26 V DCe A DUAL FREQ 
ELECTRO-MECHANICAL OSCILLATOR WHICH SUP- 
PLIES SIGNALS TO CHECK THE OPERATION OF 
MODEL ZA EQUIPMENT, THE FUNDAMENTAL OP- 
: ERATING FREQUENCY OF THE OSCILLATOR 43 


*NOS -72521 FOR USE WITH TS-72/ARN-9 
tO742 CDE ZAAG 
WO¥. 43 1045 


60~. AN RF CARRIER Is GEN- coE60050 
ERATED & MCDULATED AT GO~. THIS SIGNAL 
1S RECEIVED BY NAVY TYPE CODE-46120 GLIDE 
PATH RECEIVER. THE OSCILLATOR ALSO SUP- 
PLIES A SIGNAL OF 120~, APPROX SQUARE 
WAVE WHlCH CONTAINS COMPONENTS OF 90 AND 
150 CYCLES ®HICH DIFFER IN MAGNITUDE & 
THUS CAUSE NAVY TYPE COE+22316 LANDING 
INDICATOR TO CEFLECT. OOES NOT INTERFERE 
WETH OPERATION OF (AN) UNIT CEX-ZA) 


cog 60051 
TEST UNIT: 


OAG 


MULTERANGE VOLTMETER AND MILLIAMMETER, A 


CRYSTAL TESTER, RF ANB AF SIGNAL GENER- 
ATOR. MEASURES BATTERY VOLTAGE AND CUR- 
RENT, RF AMPLIFIER,PLATE CURRENT, AUDIO 
QUTPUT VOLTAGE AND CRYSTAL ACTIVITY, 
USED AS A MODULATED RF SIGNAL SOURCE FOR 
10/22/42 CGGIIE-16-A 

SEPT 43 


ccc60051 
ALIGNING THE RECEIVER AND AS AN AF SIG- 
WAL SOURCE FOR DETERMINING MODULATION 
CAPABILITY OF TRANSMITTER. USES A PIERCE 
CRYSTAL OSCILLATOR FOR RF & COLPITTS 
OSCILLATOR FOR GENERATING 1000 CPS SIG- 
MAL. BUILT-IN BATTERIES. SAME AS PART OF 
WAVY TYPE CGG-60030. 


ccc 60052 OAG 
TEST STAND & ADAPTER: 
CONTAENS STAND WITH CLAMPS TO HOLD NAVY 


RELAY CONTACTS. INCLUDES A DPOT SWITCH 
ANO TERMINALS FOR TESTING EXTERNAL CIR- 
CUIT. BUILT-IN GATTERIES. THE FIRST 
SUeWw.Ss FOR USE WiTH QC SER. PO 197/42 
1/6/42 RASFSS 

SEPT 43 


RA- 50053 
PROCUREMENT WAS MADF INCLUDING A SET OF 
TOOLS CONS?STING OF 2 “OPEN END"™ 378" 
WRENCHES, 1 FEELER GAUGE, 1 SAND PAPER 
STRIP, 1 SCREW-DRIVER, 3 MICROMETER 
SCREW, 1 -2 OZ BOTTLE OF ALCOHOL. SE- 
QUENCE OBSERVED BY INDICATOR LIGHTS. 


crt 60054 OAN 

TEST OSCILLATOR: 

FREQ RANGE: 200 TO 2000 
FROM UNTERNAL BATTERIES 
0.017 AMP AND 6V AT 0,6 
THROWING PANEL SHITCHES FROM 115/1/60, 
0-19 AMP. HAS PROVISIONS ON TOP FOR IN- 
SERTING TYPE CFT-66082 ANTENNA, 
11/28/42 CFTS107-A 
AUG. 48 


KC. OPERATES 
TAKING 135 V AT 
AMP, OR BY 


CFT SF-41765-38 


cet60054 
HAS OUTPUT RECEPTACLE FOR FEEDING OTHER 


EQUEPHENTe 


cFT 60054-4 OAN 

TEST OSCILLATOR 

FREQ. RANGE: 200 TO 2000 KC. OPERATES 
FROM INTERNAL BATTERIES TAKING 135V AT 
0.017 AMP AND 6V AT 0.6 AMP, OR BY 
THROWING PANEL SWITCHES FROM 115/1/60, 
0.19 AHP. HAS PROVISIONS ON TOP FOR IN- 
SERTING TYPE CFT-66082 ANTENNA AND ALSO 
8/27/43 107-8 CFTSF-41765-3B 
AuG. 44 


crT60054-A 
HAS OUTPUT RECEPTACLE FOR FEEDING OTHER 
EQUIPMENT. SANE AS -60054 EXCEPT COILS 
CAN BE PERMEABILITY TUNED BEFORE BEING 
SETe 


cer 60055 GEN USE 
AMMETER-DCs 


CONSISTS OF A 3™ SIMPSON #27 METER IK 


AND ALSO 


RAY Ree 7 
Bra aeneia FIRST ASSIGNED FOR L oR EARN | Dea Oe FIRST ASSIGNED FOR Reaciiod | 
cmc60049 = Ls-4 ea-60053 *SEE eELOW 
VER : cee 60057 OAL 
SIGNAL, GENERATOR: KEYING RELAY TESTER e 
CRYSTAL CONTROLLED 94.4, 9263, AND 93.1 (PORTASLED2 TESTER FOR PLUS-iN REYING PORTABLE VACUUM TUSE 
MC; OUTPUT CARRIER MOOULATED AT GO CY. RELAY. TESTS SEQUENCE OF OPERATION OF TESTER: (ALSO MEASURCS AC ANC Co VOLT- 
FOR USE IN CONNECTION WITH THE CHECKING AGES, DC CURRENT, RESISTANCE AND OB CUT- 


PUT). 


12/30/42 CPF2920P 1942 CATALOG 


SEPT 43 PAGE 4 

crv 60058 *4SEE BELOW 

TEST METERS 

INCLUDES A JACK, A SWITCH, AND A MiL- 


LIAMMETER HAVING RANGES OF 195 
HAD. 


AND 150 


WATS, ATK. ARS 
142043 
SEPT 43 


ARK 


cRV- 60058-A 
TEST METER: 

INCLUDES PLUS | PUSH3UTTON SWITCH AND 
MILLAAMMETER HAVING RANGES OF G-15 AND 
0-150 “A DC. SAME AS -60058 EXCEPT FOR 
DEFFERENT MILLIEAMMETER, WHICH REQUIRES 


ATJ,ATK ARS. ARK 


ADDITION OF 2 SESISTORS ($6 AN 306 OKMS) 
AND SOME HAROWARE. ADAPTER PLATE FOR 
5/15/45 P-255610 
JUN, 45 REY 2 
crv- 69058 +4 

NEW METER REQUIRED WHICH INCREASES 
HEIGHT BY 5/16". 
ctu 60059 SSEE BELOW 
SIGHAL GENERATOR: 

RANGE 1O0KC TO 96 MC. FROG CALIC- 
RATION 1/42 TO J PERCENT ON A DUAL SCALE 
$50 FULL VISION DIAL, REFERENCE FREQ 


STANDARD USED EN CALIBRATION HAS 0.00028 
ACCURACYs VARIABLE MOOYLATION CONTROLLED 
OGENERAL USE EN23/2466-43/5HiPS 

1/2/43 MODEL 131 CTUSMODEL 131 
SEPT 43 OATED 3/4/43 


@Y KNOB OR PANEL O TO 75%. cTU 60059 
PURE SIVE WAVE AUDIO OUTPUT AVAILABLE 
THROUSH OUTPUT ATTENUATOR AND OUTPUT 
CABLE VARIAZLE FROM O TO 2.5 Ve. HAS PRO- 
ViSEONS FOR EXTERNAL MODULATION. OPERATES 
FROM 105 TO 125 V AC C115 ¥, 03 AMP, JT 
WATTS) $0 TO GO CYCLES. OfMENSIONS 
13"X9"X7" DEEP. WEIGHT 16 POUNDS, 
ABLE. 


PORT- 


cex 60060 
AC VOLTMETER: 
CONSISTS OF A TYPE 


*SEE BELOW 


722400 AC VOLTMETER 


TYPE CGG-10148 TEST CASE, A SO MA RF HARDWOOD BOX 7" X 3" X 4-172". SCALE i : 

MILLIAMETER TO MEASURE ANTENNA CURRENT, RANGES O°5, O-10, 0-25. sak BINDING ook od aaionceaunece ne G Pay : Sage 

ANO A RECEIVER-TRANSMITTER OUMMY ANTENNA POSTS MAKE POSSIBLE RANGES OF O-1, AE ER OVERAELe: BOX Tac OF LAL Sh STeELS 

CONSISTING OF A RECELVE-TRANSMIT SWITCH, 0-2.5, O-5. 0-10, AND 0-25 AMPS. * ‘ ; = 

A 86 OHM RESISTOR AND A VARIABLE CAPACI- *ACESSORY FOR SE De 

tor22f42 12416442 CPFIG-113 2/4/43 940 CBMsSK-§600 

SEPT 43 SEPT 43 SEPT 43 a 

ecc60052 cer 60056 GEN USE cH- 60061 WXgg-20953% 

TOR OF 8 MMF HAX CAPACITY. SANE AS PART AMMETER~ACE FREQ INDICATOR UNIT? 

OF MAMI CTEPE: CGG-6 0050: CONSISTS OF A 3" SIMPSON #57 METER IN A DETERMINES ANY CHANGE iN THE incomins 
HARDWOOD “BOX INK 30 X Sribe ans SCALE CARRIER FREQUENCIES, THE "HARKENG" 
RANGES: 095.4081 0'y 0.825%: SAX BENDING FSPACING” CARRIER FREQUENCIES (2125 AND 
POSTS MAKE POSSIBLE RANGE OF O-1, O-2.5, 2975 CYCLES) RECEIVED FROM THE CURRENT 
O-5e O-10, AND 0-25 ANP, LIMITERS CW-50132 ARE MODULATED BY 2550 

i *CANSFGC-TA) 
1216042 CPFIG-312 401/43 CHIX-GE790H-} = CWrB-40544 
assientp} SEPT 43 Auevap|  4UG- 44 LEST I ISSUE 2 
“ ~ ISSUED ___} issue 
(__oare | Mauwearoirs [aanearnaina cx | SIASTATS [BAHIA are | MBURSRTURIES | GNAETER A} 
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pies ASSIGNDD ron OTE GRATIS, oT Teves ASSIGNTD FOR oaK, | 


3.60-5 


pane eee = - 
_ oA HAST assioney FOR | off aN, | 


tw-60064 
CYCLES; THE DIFFERENCE SIGNAL 450 CY IS 
AMPLIFIED AND RECTIFIED, THIS CURRENT 13 
PROPORTIONAL TQ THE FREQUENCY AND ANY 
FREQUENCY DEVIATION 4S NOTED ON A OC 
BETER MOUNTED ON CM-2335540 


cay 60062 ARA SERIES 
CRYSTAL FREQUENCY 
GENERATOR: INPUT: 28 VOLTS DC. INCLUDES 


RECEPTACLES FOR TWO CRYSTALS. USEABLE 
OVER FREQUENCY RANGE OF 1.0 TO 10.0 AC. 
USED FOR TUNING RECEIVERS. APPROXIHATE 
DIMENSIONS ARE: G*WIDE, 5” DEEP AND 5” 
HIGH. WEIGHTS 2.8 POURDS. 

4/26/43 9369 

SEPT 435 


cci 60063 ®SEE BELOW RE 135A 799A 
FREQUENCY ALIGNMENT OSCILLATOR: 

USED TO ALIGN THE RECEIVER, TRANSMITTER 
AND ANTENNA UNITS OF THE TYPE USED IN 
MAB EQUIPMENTS, BY PLUGGING THEM INTO 
THIS UNIT. SUPPLIES SIGNALS FOR FIELD 
TEST. OPERATES FROM SELF-CONTAINED NAVY 
*NXBS-33E4O ACCESSORY FOR WAB 

S/V/43S 462 F CCi2162F-601 
BUG. 66 


ecs 60063 
TYPE CGR-19027 BATTERY 


cou 60064 Foe USE BITH 

CATHODE RAY OSCILLOGRAPH: 

OPERATES FROM 405 TO 115 VOLTS, SINGLE 
PHASE, 60 CYCLES, 190 WATTS. FREQ RANGE 
15 TO 39000 CPS FOR SWEEP; 20 CY TO 2 
MEGACYCLES (+308) FOR Y-axiS; 10 CY TO 
100 KILOCYCLES (430B) FOR X-AXIS. 3° 
CATHODE RAY TUBE (3GPI), 
6/9743 = GDUL224A 

SEPT 43 


COUSCATALOG 


Rq- 60065 oay 

SOUND LEVEL METER: 

(HPUT 11071760, 85 WATTS, PORTABLE. IN- 
CLUDES A 4 STAGE AMPLIFIER AHD A BUILT- 
UH CALIBRATING OSCILLATOR. OVERALL GAIN 
OF UNIT APPROX 100 08. CAPABLE OF READ- 
ING DIRECTLY SOUND LEVELS ABOVE 0.9002 
BARS. INPUT EHPEDANCE 200 QHHS AND 

BLT SAS RQ GOFLI4A 
Fes. 45 ALT QO 


Ro-60065 
SUPPLIES FILAMENT AND PLATE VOLTAGE FOR 
PREAMPLIFIER BUILT IN RQ-51655. OUTPUT 
IMPEDANCE 15000 OHMS. HAS SWITCHES 70 
CUT EN OR OUT A 410,000 CYCLE HIGH PASS 
FILTER OR & 2008 PAD. WEIGHT 50 POUNDS. 


ec- 60066 OaZz 

IMPEDANCE ANALYZER: 

FREQ RARGES 1& TO 500 KC. IMPEDANCE 
RANGE: 0 TO 1140 OHMS. MEASURES ANTENNA 
IMPEDANCE. HAS THREE DECADES CONSISTING 
OF UNITS, TENS AND HUNDREDS. 


B/11443 CGSHL-77650!59GS CGP +7765019-1 


HOV. 43 REY 1 AssORED 
issu 


cGZz- 60067 caw 

PORTASLE TUZE TESTER: 

SUPPLY: t15/1/60. USED TO CHECK TUBES 
FOR GAS, CRACKED SEALS OR SHORTED ELE- 
BEWNTS, INOICATES CONDITION OF TUBE LIFE 
BY CHECKING PEAK EMISSION. INCLUDES 
WETERS FOR MEASURING GRID & FILAMENT 
VOLTAGES, & PLATE CURRENT; 2 MANUALLY 
7/26/43 CGZEPI40A PILEOA-A3S 

BAY 45 ALT 0 


cSz- 60067 
ADJUSTED CONTROCS, 2 PUSH BUTTON SWITCH- 
ES, 3 TOGGLE SwIFCHES & 2 PELGT LIGHTS. 
HAS ENCLOSED COMPARTMENT ON RIGHT FRONT 
S!IOE TO HOUSE TUBE TO BE TESTED & ALL 
TEST LEADS, DOOR OF WHICH OPERATES #NTER 
LOCK SWITCH WHICH AUTOMATICALLY DISCON- 
WECTS 110¥ POWER SUPPLY WHEN OPERED. 


cHk 60068 ¥SEE BELOW 

VOLT-OHH HILLIANHETERS 

RANGE 0 TO 10 MEGOKNS €O TO 100,000 OHMS 
ON SELF CONTAINED BATTERY-100,000 TO 10 
MEGOHMS ON EXTERNAL BATTERY (67-172 ¥). 
VOLTAGE RANGE 0-10, 60, 250, $00. 2500 
VOLTS AC/BC KILS O 10 1/2. 5, 50, 500 DC 
GENERAL RADIO USE 

750/43 CHX24955S 

SEPT 43 


cux 60068 
INCLUDES THO 4 FOOT TEST LEADS (ONE REO, 
ONE BLACK), 


cHE 60069 #SEE BELOW 

SIGHAL GENERATOR: 

INPUT 11574760. THIS UNIT IS USED TO 
SIMULATE THE OUTPUT SIGNAL OF THE TOP 
EQUIPMENT AND 3S FOR THE PURPOSE OF 
TRAINING PERSONNEL IN THE USE OF THE DAS 
SERIES. MEETS ARMY SPEC %-204 EXCEPT IW- 
Put, *®NXg3-52199 USED ViTH DAS-1 
1130443 

SEPT 43 


CHE- 60069-A FOR GEN. LORAN USE 

SIGNAL GENERATOR: 

FREQ. RANGE: 1700 TO 2000 KC. SUPPLY: 

1415 OR 230 VOLTS. t rHASE, 60 CrCies. 

HAS REMOVABLE ANTENNA 19" LONG COLLASP- 
ED AND 45" LONG EXTENDED. INTERCHANGEASLI 
WITH CME-60069 EXCEPT WILL ALSO OPERATE 
ON 230/1/60 AND HAS IMPROVED COMPONENTS. 
12/18/48 ML-100R C-263 

JAN. 45 


ca160070 SF-t 

TUNENG UNDICATOR: 

CONSISTS OF A TYPE-22---- MICROAMMETER 
AND A 2 HFO CAPACITOR IN THE SAME BOX 
AS USED WITH TYPE -60060. 


B/20743  CBNS987 CBN TSK-6695 
SEPT 43 ALT 0 


co- $0071 OAZ-1 

IMPEDANCE ANALYZER 

FREQUENCY RANGES 16 TO 500 KC. IMPEDANCE 
RANGES O TO ¥.17! OHHS,. HEASURE ANTENNA 

IMPEDANCE. SAME AS (G-60065 EXCEPT HAS 4 
DECADES INSTEAD OF 3. WITH ADDITIONAL 

DECADE READING IN TENTHS, 


9/10/43 ML-7765019G2 CGP-7765982 
NOY. 43 Rev & 


ASSIGHED 
ISSUEO 


cou B007T2 GENERAL USEw 

CATHODE RAY OSCILLOGRAPH 

SUPPLY 115/230¥. 1 FH 50-400 CY. 3" 
CATHODE RAY OSCILLGGRAPH. USES A 33BP1 
CATHOOE-RAY TUZE AMPLIFICATION 1S UNI= 
FORM WITHIN 208 OF THE VALUE AT 1000 CPS 
FROM & TO 30,006 CPS, 

BNXSr-335622 

9/82/63 COUT245 DD-1654-C1 

AUG. 4&4 ISSUE 2 


cou 60073 WXss-29060 

MONITOR OSCILLOGRAPH 

USED TO MONITOR THE OUTPUT OF A CTOP) 
RADIO TRANSMITTER, [hPUT 1159/1/60, 
APPROX. 75 WATTS. USED FOR TESTING THE 
QUIPUT PULSE SHAPE, CAARIER FREQUENCY. 
AND WAVE FORM AT TEST POINTS OF THE 
TRANSMITTING SYSTEM. USES A 5 CP CATHODE 
9/20/43 

AUG. 44 


cov60075 
RAY TUBE. SIMILAR TO NAVY TYPE -60104. 
SANE SIZE AS -60104 BUI WOT ELECTRICALLY 
INTERCHANGEABLE. 


cL8- 60074 LAH 
SiGHAL GENERATOR 

FREQ RA 4OO KC TG 32 MC. INPUT? 
VI5/1/60. 1,0 AMP MAX. GUTPUT: 400 CYCLE 
AMPLATYOE MODULATED WAYE Of UNMOBULATED 
COWTINUOUS @avEe. 


SAME AS SIG-CORPS TYPE i~72-8B 
9427/45 KO. 11GB CATALOGUE 


NOV. 43 

cre G0G75 tag RE 9179 
SIGNAL GENERATOR 

FREQ RA 6810 TO 13G0 MC PULSE MOQDU- 


LATEO PULSE CUCNDD.CCm) OF EXTERNALLY 
MODULATE® BY SINE WAVE MODULATION. 
iNPUT: 105 $0 425 VOLTS SINGLE PHASE 50 
TO 60 CYCLES. CALIBRATED @UTPUT. MAY BE 
SEPARATED INT@ TWO UNITS (PULSE, OSCIL- 
Va /20/43 CRBIOM-1003 
AUG. 44 ISSUE A 


crs $0075 
LATOR) BY REMOVING SOME SCREWS. 


CRB- 60075-4 LAE-t 

SIGNAL GENERATOR: 

SAME AS -80075 EXCEPT BOLOMETER CAL- 
IGRATING CIRCUIT HAS BREN ADDEO AND 
OTHER HINOR WIRING CHAN HAS NO SHOCK 
MOUNTS, BUT HAS DETENT yi 


4/5044 DM-4082 
JULY 44 iSSUE A 
caBlL 60076) LAF RE-91878 


SIGNAL GENERATOR 

FREQ. RANGE: $0 TO $08 MC, PULSE MODU- 
LAlcu, Fuse CwCUnHOSuLATEY Crd, OR EX- 
TERNALLY MOOULATED SY SINE WAVE M@DU- 
LATION, UNPUT 105 TO 125 VOLTS, SINGLE 
PHASE, 50 TO 60 CYCLES. CALIBRATED OUT- 
PUT. MAY BE SEPARATED inFO THO UNITS 
12/36/43 CA43L233900 
AUG. 44 


[one [| MAWURSTINE? | MNtAPTUAH A 


cart | SARAH? | _ dATP 


care | ARATE | UOTE | 
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| Baer 
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cast 60076 
(PULSER AND OSCILLATOR) BY REMOVING SOME 
SCREWS. 


c10 60077 SP-IM 

VOL T-QHM-MILLIAMMETER 

RANGES: AC AD DC VOLTS AT 1,000 OHMS 

PER VOLT, 0-10-50-250-1090-5@00, OC 
MILLYAMPERS O-f0-f00-500. RESISTANCE 
0-300 OHMS (WITH SHUNT TYPE CIRCUIT, 

10 QGHMS READING AT CENTER SCALE), AND 
0-250,000 OHMS (WITH SERIES TYPE CIRCUIT, 
12/30/44 666H CATALOG 

FEB. 44 


c1o60077 
3700 OHiS AT CENTER SCALE). 


cc- 60078 UE-1 

TEST OSCILLOSCOPE 

USES A 5" (SCPi) CATHODE RAY TUSE. SERVES 
TO CHECK PERFORMANCE OF OTHER UNITS OF 
THE THMER EQUIPMENT. 


V/7144 OL 4W412A 


MAR. 44 


cc- 60079 TOR 

WAVENETER CALIBRATION UNIT 

UNPUT: 1565/71/60 FROM EITHER TRANSMITTER 
OR EXTERNAL SOURCE. ALSO 3 RF INPUTS. 
FREQ CONTINUOUSLY VARIABLE FROM 225 TO 
400 MC. FREQUENCY OBTAINED BY READING 
METER AND THEN CONVERTING BY USE OF 
CALIGRATION CHART. PORTABLE. 


1/17/44 = 4MABAI ‘ P-7767084 
FER. 44 REY 1 
ctu 60080 OBL -3 


CATHODE RAY OSCILLOGRAPH 

SUPPLY 165 TO 125%, 16, 50-70~ 3" 
CATHODE RAY OSCILLOGRAPH, POWER CON- 
SUMPTION, 40 WATTS, MAXIMUM INPUT TO 
DIRECT OR AMPLIFIER TERMINALS, 400 VOLTS 
PEAK, LINEAR SWEEP FREQUENCY RANGE 7 10 
MORE THAN 30,000 CYCLES, GOING UP TO 
Vsta/44 CTuTa4t RE 9280A 

MAR. 44 PLUS ADD. #1 


cty60080 
60,000 CYCLES. 


cus 60081 oBM 

TIMER MONITOR OSCILLOSCOPE 

SUPPLY: 115/1/60, 90 WATTS, CONTAINS 
VERTICAL & HORVZONTAL AMPLIFIERS & SAW 
TOOTH SWEEP CIRCUIT. FREQ. RANGE OF SAW 
TOOTH SWEEP CIRCUIT 15 TO 30,000 CPS, 
FREQ. RESPONSE OF VERTICAL AMPLIFIER 

+3 08 FROM 5 CPS TO 200 KC AND OF 


SINE [ease assioweo rox | MANOS | 


a 


oe eu ATOn 


[rasr assioneo ron | otAPLSRAYNG, 


cus 60081 
HORIZONTAL AMPLIFIER FROM 5 CPS TO 200 
Kc. 


cre 60082 LAF-1 
SIGNAL GENERATOR 
FREQ. RANGE: 90 TO 600 MC, INPUT: 105- 
125V, 1, 50-60 CYCLES. 100 WATTS. PULSE 
MODULATED, PURE CW CUNHODULATED CW) OR 
EXTERNALLY MODULATED BY SINE WAVE MODU- 
LATION, CALIBRATED OUTPUT. MAY BE 
SEPARATEO UNTO 2 UNITS (PULSER & OSCIL- 
2/29/44 

MAR. 44 


RE 91878 


cr860082 
LATOR) BY REMOVING SOME SCREWS. 


cGz 60083 LAG 
RF SIGNAL GENERATOR 
FREQ RANSE: 1200 TO 4000 MC. SUPPLY: 
105-125 VOLTS, SINGLE PHASE, 60 CYCLES. 


RE 9268 


3/2/44 
WAR. 44 


CALN 60084 OBL-2 
CATHOOE RAY OSCILLOGRAPH 
(NPUT: 105 TO 125V, 10, 60 CYCLES, 
APPROX. 45 WATTS. FREQUENCY RESPONSE 10 
TO 100,000 CYCLES PER SEC. SWEEP 
FREQUENCY RANGE 10 TO 30,000 CYCLES PER 
SEC. SIZE 14 1/4" X 10 35/4" & 6", 


RE-9280A 


3/9/44 
MAR. 44 


caALN 60085 089 
VACUUM TUBE VOLT- 
OUM-MILLIAMMETER + INPUT: 105 TO 125V 
1%, 50 To 60 CYCLES, VOLTAGE RANGE: AC, 
60~ TO 50 MC-0 TO 2.5, O TO 10, 0-25, 0 
¥O 400, 0 TO 250¥. DC VOLTS: SAME AS AC 
RANGES EXCEPT EXTRA RANGE O TO 1000¥. 
RESISTANCES 0 TO 1000, 0 TO £0000. 0 TO 
3/9/44 

HAR, 44 


RE 9300-A 


CALN 60085 
100,000, 0 TO 1 MEG, O TO 10 NEG, O TO 
1000 MEG, OC MILLIAHPS: -0-2.5, 0 TO 10, 
0 TO 25, 0 TO 100, 0 TO 250, 0 10 1000. 
HEIGHT 30 354", WIDTH 9%, DEPTH 8". 


csv 60036 VE-1 

VOLT-OHM MILLIAMMETER 

6 AC, OC VOLT RANGES: 0-2.5/10/50/250/ 
1000/5000. 20,000 ONMS PER VOLT DC. 

1000 OHMS PER VOLT A.C, OUTPUT 2,5/10/50 
1250/1000/5000 VOLTS AsC. FOUR CURRENT 
RANGES 0-10/100/500 MILLS AND 0-100 
RCGIM-55J71 REY 1 COUI00-5289-B8- 


Csv- 629006 
MICROAMPS. 5 DECIBEL RANGES -10 TO +5202. 
THREE RESISTANCE RANGES 0-1000 (12 OHMS 
CENTER) O-$00,000 (1200 OMS CENTER) O- 
10 MEGOHMS (120,000 CENTER) SUPPIY IN- 
TERNAL BATTERIES. MEETS 17 § 25 EXCEPT 
BAX MILLEAMP RANGE §S 500 INSTEAD OF 
750. 


cu- 60087 UF 
VOLT-OHM-MILLIAMMETER? 

0 TO 3, 15, 30, 150, 300 VOLTS ac/DC, 

0 10 3, %%5 AMPS & 0-150 MILLIANPS O TO 
1000, 14000, 100,000, 1,000,000 OHMS, 
INCLUDES $0" TEST LEADS (PAIR) CW TYPE 
KS-9290, PAIR SO" TEST CLIP LEADS CW 
D-166852, KS-9290, KS-9303, KS-929 
4/4/44 @6SEE ABOVE BL-101094 

MAY 45 REv O 


cw-60087 
TYPE KS-9291 AND ONE CARRYING STRAP CW 
TYPE KS-9308, MOVING COIL PERMANENT 
MAGNET TYPE, FULL SCALE DEFLECTION 100 
MICROAMPERES OC. 


coU- 60088 ost 

CATHODE RAY OSCILLOGRAPH? 

SUPPLY: 108 TO 125 VOLTS SINGLE PHASE, 

50 TG 63 CYCLES. FREQUENCY RANSES: 
VERTICAL, 25 CYCLES TO t+7 MC; HORIZON- 
TAL, $2 CYCLES TO 80 KC: SWEEP, 15 CYCLES 
TO 30 KC. INCLUDES 3 INCH CATHODE RAY 
TUBE HORIZONTAL DEFLECTING ANODE SWEEP 
4724744 249 DD-919-D-1 

JULY 44 


ceu- 60088 
CIRCUIT. AN AMPLIFIER FOR VERTICAL DE- 
FLECTING ANODES AND A POWER SUPPLY. 


cv- 60089 GEN. RADIO 


USE 
VACUUM TUBE MEGOHMMETERS 
RANGE? 0-10,000 MEGOKMS JN ONE RANGE. 
INCLUDES 67 172 VOLT MINIMAX BATTERY (1) 
ONE 1.5 VOLT FLASHLIGHT BATTERS. AND ONE 
TLH4 TUBE, SHIELD TERMINAL PROVIDED. 
35/8" K 4 142" X 4 142" EXCLUSIVE OF 
4426/44 799 
JULY 44 


RE9358A 


cy- 60089 
BINDING POSTS AND RUBBER FEET. 


cv- 60090 oz 

YOLT-OHN-MILLIAMETER: 

RAHGES: 0-2.5, 0-10,0-50,0-250.0-1900¥ 
DC; 0-2.5,0-10,0-50,0-250,0-10900Y AC; 
O-0.1 HA, O-1 MA, 0-10 MA, 0-50 MA, 
0-250 MA, O-1 AMP, O-10 ANPS OC; 0-3900 
@2MS, 0-30,000 OHMS, O-3 MEGOHHS. 0-30 
POGOHMS. INCLUDES 1.5 VOLT FLASHLIGHT 


2/4744 14 FI2-53 3/14/44 260 aSEE ABOVE 4126/44 772-TYPE 6 
MAY 45 FEB. 465 i JULY 44 WITHOUT CASE 
ty [Peau 
cave | MBRNARGINERS | SASKACTHARTA care | MUAGTNS | AMNESIA [care | AAT? | eAROCROA | 
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SENGUTR —_[rest assiowen rox | QT RANING, AAG RRG, BAELTEY —_[resr asionso ron | tMaROHG, | 


ev- 60090 
BATTERY AND TWO 7.5 BATTERIES (BURGESS 
5540 OR EQUIVALENT). DOES NOT INCLUDE 
CaASEs 


c¥-60090-A GEN. RADIO USE 

VOLT -OHM-MILLIAMETER: 

SAME AS NAVY TYPE C¥-60090 EXCEPT INCLUD- 
ES CARRYING CASE. 


cHK- 60095 
{42 HICROVOLT TO 1 VOLT. 


cAON- 60096 FoR USE WITH UY 

TEST OSCILLOSCOPE: 

CONTAENS A TYPE 3BPICRT WITH SWEEP GEN- 
ERATOR. SWEEP TRIGGER INPUT CIRCUIT AND 
TRIGGER DELAY CIRCUIT, TEST SICNAL 
AMPLIFIERS, AND POWER SUPPLY. REQUIRES 
V35V, 60 CYCLES. PROVIDES OUTPUT OF SY 
FILAMENT WINDING AT 3 AHP. THREE 6.39 


cto- 601014 mx 33 
VOLT-OHM-MILLIAMMETER? 

SUPPLY: INTERVAL BATTERY. OC VOLTS: 
0-10-50-250-500-1000 AT 25000 OHMS/VOLT. 
AC VOLTS: 0-10-50-250-500-1000 AT 4000 
OHMS/SVOLT. DC MA: 0-1-10-50-250- DC 
MICROAMPS; 0-50 (THROUGH SEPARATE JACKS). 
RESISTANCE: 0-40002 SHUNT TYPE CERCUIES; 
6/28/44 4200F 

SEPT. 44 


cto- 60101 
0-300,000Q, 0-3 MEGOHNS AND 0-30 MEGOHMS 
SERIES TYPE CIRCUITS. 7 7/8" X 6 172" X 
5 6/8", 


5/31/44 722-TYPE 6 B/27044 DD-3288-C-t 

SEPT. 44 WETH CASE DEC. 44 

cHK- 60091 ost REQZ2B0A caon 60096 crB- 60102 Lae-2 

CATHODE RAY OSCILLOSRAPH: FILAMENT WINDING AT 152.5 AND 5 AMPS. SIGNAL GENERATOR: 

SUPPLY: 105-125 VOLTS, 1 PHASE, 50-60 ONE 2.5¥ FILAMENT AT 1.75 AMPS + 510V SUPPLY: 105/125/1/50-60. FREQ. RANGE? 

CYCLES, 60 WATTS. FREQUENCY RESPONCE: DC AND -180¥ REGULATED OUTPUTS AT +300 610-1300 MC. SAME AS -60075-A EXCEPT HAS 

10-100,000 CPS. I1 172" HIGH, 8° WIDE, AND -105V, AN ACCELERATION POTENTIAL OF SHOCK MOUNTS INSTEAD OF DETEMY FEET. 
- 14" DEEP. -2000V AT 0.005 AMPS. ‘ 

27144 TANTS 

SULY 44 SEPT. 44 

cHK- 60092 08-1 REQSDOA cv¥- 60097 082 cw- 60103 PA 


VACUUM TUBE VOLT-OHM 

MILLIAMMETERS SUPPLY: 105-125/1750-60. 
RANGE? AC VOLTS, 0-2.5,°10-25-100-250; 

OC VOLTS. 0-2.5-10-25-100-250-1000; DC 
MA, 0°2,5-10-25-$00-250-1000; REStSTANCE, 
@-10002-10,0002-100,000Q-i MEG-10 MEGS- 
3000 MEGS. 


VACUUM TUBE ANALYZER? 

E MISSION TYPE TUBE TESTER. CHECKS ALL 
4,5.6,7S,7L, OCTAL, LOCTAL, ACORN AND 
MINIATURE CALL RECEIVING TUBES). OPERA- 
TES FROM 110/1/60. DOES NOT INCLUDE CASE. 


TEST UNITS 


6/1/46 S731/44 = 777-TYPE I TIG/44 — CMEK 655348 
SEPT. 44 SEPT. 44 WITHOUT CASE Sepricad 

cauv- 60093 oBg-2 RE9300A caG- 60098 GEN. Use REISASS4A cpy- 60104 oC 
VACUUM TUBE YOLT-OHM = PRECISION WAVEMETERS PLUS ADD #1 MONITOR OSCILLOSCOPE 


MELLAMMETER? SUPPLY: 105%125/1/50-60. 
RANGES AC VOLTS, 0-2.5-10-25-100-2503 

OC VOLTS, 0-2.5-10-25-10U-250-1000; OC 
MA, 0-2.5-10-25-100-250-1000; RESISTANCE, 
0-1000Q-10,0008-100,0000-1 MET-10 HEGS - 
1600 MEGS. 


FREQUENCY RANGE: 16 KC TO 50 MC. ACCURACY 
#£0.25% BETWEEN 50 KC AND SO MC AND 

+1.0% BELOW 50 KC. INCLUDES 1.5 VOLT 
BATTERY. 17 778" X 13" X 12 172", 

WEIGHT WITH CARRYING CASE tS 355 472 LBS, 


INPUT 11574460, APPROX. 75 WATTS. USED TC 
TEST OUTPUT PULSE SHAPE, CARRIER FREQ- 
UENCY AND WAVE FORMS AY TEST POINTS IN 
LORAN TRANSNETTERS. SIMILAR TO NAVY TYPE 
-60073 EXCEPT LOCAZ ANT. INPUT AND ANTi- 
RESONANT CIRCUIT REMOVED, SERIES RESONANT 


641/44 6/9/44 724-4 116444 
MAY 45 SEPT. 44 oct. 44 
caG- 60094 GEN. USE REISA9ESA cr8- 60099 LaF-2 eou- 60104 


R.F. BRIDGES: 
FREQ. RANGE: 400 KC -60 MC. RESISTANCE 
RANGE: O-1000 OHMS. REACTANCE RANGE: 
0-5000 OHMS (AT 1 MC). ACCUXACY FOR RE- 
ACTANCE +2% +19 RoF. GENERATOR AND DETEC- 
TOR REQUIRED SIZE 17 X 13 8/2 xX ba dfBr, 
WEIGHT 35 LBS, INCLUDES 2 INPUT TRANS- 
5/24/44 S916-A 

SEPT. 44 


: : caG- 60094 
FORMER ONE COVERING 400 KC TO 5 MC, 
OTHER 3 MC TO 60 MC., 2 LEADS OF DIFFER- 
ENT LENGTHS: 2 COAXIAL CASLES CONNECT- 


100 KC-72 MC, HAS 400 CYCLE MODULATION, 
100 KC AND 1000 KC CRYSTAL CALIBRATOR, 
VACUUM TUZE VOLTMETER FOR MEASURING 

SIGNAL INPUT TO OUTPUT ATTENUATOR. CASE 
SIZE tS 137 X 16" X 7%. VOLTAGE OUTPUT 


5/27/44 19% 


SIGNAL GENERATOR: 

FREQ, RANGES. 90-600 MC. FNPUT: 105-125 
YOLTS. 16, 50°60~, 100 WATIS. SAME AS 
-60082 EXCEPT HAS NO SHOCK MOUNTS AND 
OTHER MINOR CHANGES. 


622744 BM-1005 
SEPT. 44 (SSUE A 


cHK- 60100 mx 3s 

VACUUM TUBE VOLTMETER? 

SUPPLY: 4100-130 VOLTS, 16 40-60%. DC 
VOLTS: 0-1.5-°3-15-75-150-750-7500 AC 


RANGES. 


CIRCUIT (1700 TO 2000 KC) INSERTED IN L¥ 
INPUT, TRIGGER CIRCUIT AND SWITCH ADDEO, 
ENPUTS MARKED LV AND H¥ INPUT. SWITCHING 
ARRANGEMENT MODIFIED. SAME SIZE AS 
-66073. 


crt- 60705 ocs RE 135A 859°A 
AUO10 MONITOR 
SUPPLY: 115 OR 250 VOLTS. 1 PHASE, 50 TO 


; ; 70 CYCLES. 6 CHANNEL, POWER CONSUMPTION 
bd ING GENERATOR AND DETECTOR. VOLTS, O-1.5-35-50-150. HF VOLTMETER USES at eb oreles 1S 45 WATTS WITH CURRENT. 
NXgr-62333 A TYPE 985 ACORN LOW CAPACITY TUBE AT 45 AMPS AT Tt5V AC. 22 AMPS AT Z250¥. 
END. OF TEST PROBE SO THAT LOADING OF {HCLUDES AUDIO AMPLIFIER AND SUILT-tM 
CIRCUIT UNDER TEST IS HELD TO A Low SPEAKER. CAN BE CONNECTED TO REMOTE 
6/28/44 110 T4844 cH:f03000 
SEETS 4 OCT. 44 CH: 403097 
oo 
cHK- 60095 LAK REQ327A cux- 60100 cML- 60105 
RF. SIGNAL GENERATOR? PLUS ADD #1 VALUE OF § MUFD CAPACITY. SINGLE AD- 
SUPPLY: 110/1/50-60. FREQUENCY RANGE JUSTMENT NECESSARY FOR ALL HF AND OC SPEAKER. 


SEPT. 44 sauaee assieniie 


2 : tssuED issued 
ad [pare | ARARTIBERS | MMNITPTERA, cane | MARRSTHRS[ MAUNTAPTRRERA 


CONFIDENTIAL 


care | SRETRU? | GANIC | 
NAVSHIPS 900,109 


3.60-8 


Class 60—Test Equipment 


| 


NET [rst asso rox | oN | 


[SENSU [esr assem roe | AMHR | 


CAFQ- 60106 X-RDV 

PULSE ANALYZER 

CONSISTS OF A 5" SCOPE BUILT-IN OSCIL= 
LATOR (FREQ. APPROX. 20-10000 CPS). 
VIDEO AMPLIFIER (3AND WIOTH 60 CPS. TO 
2.5 MEGOCYCLES), BUILT #N RECTPFIER, AND 
METER FOR READING PULSE REPETITION RATE 
TO S%- INPUTS 60-$15/1/60. POWER INPUT 
T2044 474 XE-'86-10) 

BEC. 64 


caro 60106 
413 WATTS LINE CURRENT AT 115V ¢S 1.2 
AMPS. 


caPo- 60107 GENERAL USE RE ISA 985 

DC MICROAMMETER 

PORTABLE MULTI-RANGE, RANGE! 0-50-500- 
250-200-1000 HiCROAMPS. 6" X 4" ¥ 3", 
URCLUOES MOLDEO BAKELITE Case IN WHICH 
THIS UNIT 1S HOUSED. WEIGHT DOES NOT EX- 
CEEO 3 172 LBS. 

(NXsr-71264) 

8/2/44 2.84 


DEC. 44 
coU- 60108 oar RESA321 
CATHODE RAY OSCILLAGRAPH ADO. ff 
SUPPLY: iI15V. 230V, 40-60 CYGLES AJC. 


Puact, YD WAlfo. INCLUDES 5” CATHODE RAY 
TUBE. (CTYPE SLPI OR SLPS). ACCELERATING 
POTENTIAL 45 1600 VOLTS. INPUT IMPEDANCE 
K-AXUS+5 MEGOHMS, 25 MMFO. T-AXIS-2 

KESOHMS, CONSTANT 50 MMFD INPUT LOADING. 


8/5444 208-8 00-520-0 
OCT. 44 ISSUE 2 
cou- 60108 


VOLTAGE GAIN Y-AXIS-2000 TIMES; V-°AXIS 
43 TIMES. SWEEP CIRCUIT FREQ. 2 TO 50,000 
CPS. SWEEP iS LEFT 10 RIGHT, 


cou- 60109 occ RE 9506A 
CATHODE RAY OSCILLOGRAPH 

POWER SUPPLY 115V/1/60 CYCLES ONLY. 
CONSUMPTION 160 VOLTS. 6 FREQ. 

S BY ADJUSTMENT OF FREQ, VERMIER. 
CONTROL .15 CYCLES PER SEC TO 30 KiLO- 
CYCLES PER SEC. 


8/7144 24t 
OCT. 44 


CDUSDD+747-D-1 


casL-60110 Lar RE 987-8 
SIGNAL GENERATOR 

FR + RANGES; 90 TO 600 MC. PULSE MODU- 
LATE®, PURE Cw (UNMODULATE® CW) OR EX- 
TERNALLY MOOMNLATEO BY SINE WAVE MODULA> 
TOR. (NPUT: 105-125 VOLTS. SINGLE PHASE 
50-60 CPS. CALIBRATED OVEPUT MAY BE 
SEPARATED $NTO 2 UNITS (PULSES AND OSCIL- 
B4id/4$4 LaF -46-120 38036 


OCT. 44 


cast- 60110 
LATOR) BY REMOVING SOME SCREWS. SAME AS 
-60676 EXCEPT FOR CAdINET SiZE AND CON- 
STRUCTION. 


oy [rust assiene rox AAAS | 


CAQ1-60111 Las RE9373-8 
AUDIO OSCILLATOR 

A RESISTANCE-CAPACITOR AUDIO OSCILLATOR. 
FREQ. RANGE 20*20,000 CPS. INPUT RATED 
105 TO #20 VOLTS, $6, 60 CYCLES, APPROX. 
6£ HATIS. POWER OUTPUT: 250: BILLIWATTS. 
OUTPUT IMPEDANCE 600 OHMS. OISTORTION 
FROM 30 TC 20,000 CYCLES LESS THAM 1% 
9/4744 = 5265 CaGi e311 

DEC. 44 REV A 


cagi- 60111 
BELOW 30 CYCLES, LESS THAN 6% 
ABOVE 15,000 CYCLES. LESS THAN 2%- HUM- 
LEVEL LESS THAN 60 dbe 


CANQ- 60112 OF-2 

RADIO INTERFERENCE LOCATOR 
FREQUENCY RANGE: 150 KC TO 350 KC AND 
540 KC TO 18 MC IN 4 BANOS. SENSITIVITY 
RANGE? 30 70 100,000 MICROVOLTS PER 
METER TO MEASURE INPUT VOLTAGES AND FIEL 
INTENSITIES. HOUSED IN SENGLE CARRYING 
CASE WITH PROVISIONS FOR CARRYUNG A 78° 
9419444 42 

OCT. 44 


RENSA 678-A 


cang- 60112 
WHIP ANTENNA & ANTENNA-GROUND PLUG UNIT. 
POWER SUPPLY: SELF-CONTAINED ORY BATTER- 
(ES. 


cagi- 60113 FOR GEN. RADIO USE 

AUDIO FREQUENCY 

OSCILLATOR: A RESISTANCE-TUNED OSCIL- 
LATOR CONSISTING OF STASILEZED AMPLIFIER 
WITH REGENERATION SUPPLIED THROUGH A 
FREQUENCY SELECTIVE RESISTANCE CAPACITY 
WETWORK. INPUT: 11541760, 60 WATTS. 
FREQUENCY RANGES: 7-70 CPS. 70-700 CPS, 
9418/44 200-0 

OCT. 44 


Caoi- 60113 
700-7060 CPS, 7000 CPS - 70 KC; FREO- 
VENCY TUNED BY MEANS OF VARIABLE CONDEN- 
SER. OUTPUT: 10 VOLTS #NTO 1000 OHMS 
LOAD, CONSTANT WITHIN $10b FROM 7 CPS 
To 70 Kc. 


CABL- 60114 LAF-3 

SIGNAL GENERATOR 

FREQUENCY: 90 TO 600 HC. PULSE MODULA- 
TED, PURE CW (UNMODULATED Cw) OR EXTER- 
NALLY ROOULATED BY SINE WAVE MODULATION. 
INPUT! 105-125 VOLTS SINGLE PHASE, 
50-1600 CPS, CALIBRATED OUTPUT. MAY BE 
SEPARATED INTO 2 UNITS (PULSER AMO OSCIL- 
9450044 38899 

OCT. 44 


CaBL- 60114 
LATOR) BY REMOVING SOME SCREWS. SIMILAR 
TO -60810 EXCEPT CABINET 4S SLIGHTLY 
HIGHER, FUSE IS REPLACED BY A THER™ISTOR 
THUS ELIMINATING NECESSITY FOR A BOLO- 
METER PROTECTIVE CéRCUIT, AND VENTILATING 
FAW ES ELIMINATED, 


caQt- 60115 o8s RETEZER 

SER VOSCOPE 

(NPUT 915/1/60-1290. HAS SWEEP LERGTHS 
OF 5, 20, 100, 500 AND 5000 MICROSECONDS 
TRIGGERED PULSE REPETETSONM FREQUENCY ¥P 
TO 60 KC WITH VOLTAGE PULSES CENTHER 
POSITIVE OR NEGATIVE) FROR $0 TO 600 
PEAK VOLTS. CONTAINS A BLOCKING OSCIL- 
10/2/44 

Jan 45 


cagr- 60115 
LATOR VARIABLE FROM 60 TO 3000 CYCLES. 
USE a 6" TUBE (SPU), 


RQ- 60116 JP-ta,JP-2a,JP-3a 

SOUND LEVEL METER UNIT 

CONS{STS OF A WESTON 862, TYPE MN, DECI= 
BEL METER WITH OPTEONAL DAMPING CERCUIT, 
MOUNTED IN A BOX WHICH #§S #NSTALLED OM 
THE TYPE -55159 MAGE EYE BROICATOR. 


10/4/44 
JAR 45 


cabe- 60117 ock REISAS67 
RADIO FREQUENCY BRIDGE 

FREQ-RANGE 25-5000 KC, RES RANGE 0.1 TO 
31} OHMS + 24 TO TNT: + 2 172% FIN TO 
2115+ 38 201 TO 341 OHMS. MAX CAPACITIVE 
REACTANCE RANGE 0.016 TO 152,800 OHKS. 
HAX (NDUCTIVE REACTANCE RANGE 0.016 TO 
68000 OHMS. REACTANCE TOLERANCE + 1% AT 
1os7s44 

Jam 46 


caBe- 60117 
1000 KC. PERFORMS SAME ELECTRICAL FUNC- 
TIOe AS -60009. 


CTO- 60118 GEN RADIO USE REISZAS7IA 
AMHMETER = D.C. 

CONSISTS OF A 3” TRIPLETT METER tN MOLD- 
ED PHENOLIC CASE. SCALE RANGES 0-5, @-10 
0-25. SIX BENDING POSTS MAKE POSSIBLE 
RANGES OF O-1, 0-2.5, 0-5. 0-10 AND 0-25 
AT $00 MILLEVOLTS. SIMILAR TO TYPE 
=60055 EXCEPT FOR SIZE OF CASE. 

109444 674 

SAN 45 


CTO- 60119 GEN RADIO USE RETSAB7IA 
AMMETER - D.C. 

CONSISTS OF A 3" TRIPLETT METER IN MOLD- 
ED PHENOLIC CASE. SCALE RANGES 0-5, 0-10 
AND 0-100. SIX BINDING POSTS MADE Pes- 
SIBLE RANGES OF O-1, 0-2.5, 0-5, 0-140, 
AND O-400 AMPS AT 100 HILLEVOLTS. SAME 
AS -G6OLIS EXCEPT 100 AMP. RANGE 1S SuB- 
10/9744 674-# 

JAN 45 


cro- 60119 
STITUTED FOR 25 AMP. RANGE, AND A LEA- 
THER CARRYING CASE IS SUPPLIED. 


ASSIGNED ASSIGNED 
(ssyED 1 tssurp 


ee a an | Sauer | aemurnasa | 
CONFIDENTIAL 


(oars | ARREARS? AANRAPTUNEET 


NAVSHIPS 900,109 


FIRST ASSIGNED FOR 


cTO- 60120 GEN RADIO USE REISA9TIA 
AMMETER = A.C. 

CONSISTS OF A 3" TRIPLETT METER #N MOLD- 
ED PHENOLIC CASE. SCALE RANGES? 0-5, 
O-10, 0-25. SIX BINDING POSTS MAKES POS- 
SIBLE RANGES OF O-1, 0-265, 0-5, 0-10, 
Q-25 AMPS AT 1 VOLT AMP. SIMILAR TO TYPE 
-60056 EXCEPT FOR SIZE OF CASE. 

10/9744 670 

JAN. 45 


CT0- 60121 GEN RADIO USE REISA97IA 

AMMETER - AeCe 

ConSISTS OF A 3” TRIPLETT HETER IN MOLD- 

ED PHENOLtC CASE. SCALE RANGES: 0-5, 

0-19, 0-100. SIX BINDING POSTS MAKE POS- 

S1BLE RANGES OF 0-3, 0-2-5, 0-5, 0-10, 

0-100 AMPS. AT 1 VOLT AMP+ SAME AS TYPE 
-60120 EXCEPT A 100 AMP. RANGE SUBSTI- 
10/9/44 670-K 

JAN. 45 


cro- 60121 
TUTED FOR THE 25 AMP RANGE. AND A LEA- 
THER CARRYING CASE IS PROVIDED. 


ciB- 60122 to-4 

BEAT FREQUENCY OSCILLATOR 
FREQ RANGE 2$-15000 CPS. INPUT 110-1207 
1/60, 40 WATTS. POWER OUTPUT 100 MALLt- 
WATTS (NTO 600 OHMS. VOLTAGE OUTPUT 7.74 
VOLTS ACROSS 600 OHMS. TOTAL HARMON(C 
DISTORTION LESS THAN 3% ABOVE 50 CYCLES; 
LESS THAN 5% BELOW 50 CYCLES. OUTPUT IM- 
10/20/44 

JAN. 45 


REISA816 


crB- 60122 
PEDANCE 600 OHMS. 


CAQi-60123 GER RADIO USE RE 135A 947A 

VACUUM TUZE YOLTHETER- AC 

OPERATES FROM 1419/1760. INPUT {MPEDANCE 
1 NEGOHM SHUNTED BY CAPACITY OF 16 MAFD. 
VOLTAGE RANGES: 0-003, O0-0.t3 0-063; 

0-4.0, 0-340,0°10.0-50,0-710000-300, FRE- 
QueENCY RESPONSES WITHIN 5% FROM 40 70 
100,000 CPS AND WITHIN 5% FROM 100,000 
10724744 400A CAQS #840 

VAN. 45 


cagt- 60123 
CYCLES TO 1 MEGACYCLE PER SECOND. 


crP- 60124 sG-3 

POWER MONITORS 

INPUT 11571760, 0.2 AMPS. USED AS TEST 
EQUIPMENT TO MEASURE POWER OUTPUT OF 
HODEL SG-3 ANTENNA. 


PEZEN 74H RX-8556 H-75A-U3 
JAN. 45 SUB. 0 


Class 6O—Test Equipment 


3.60-9 


oR SH [a | FIRST ASSIGNED FOR | GWATL GRAYING, 


oe Gk 


aR _| 


[rust ASSIGNED FOR 


cFo- 60125 ax-t 

U.H.F. SIGNAL GENERATOR 

CARRVER FREQUENCY RANGE 7.5 TO 330 MC IN 
FIVE RANGES €7,5°22/22-50/50-120/120- 
240/240-330) DIRECT READING WITHIN +22. 
OUTPUT VOLTAGE RANGES 1 MICROVOLT TO 20 
MILLIVOLTS FOR 7.5 TO I0OMC, I MICROVOLT 
TO 10 MILLIVOLTS FOR TO00-330HC. OUTPUT 


1/19/45 804LX 180-578 
FEB. 45 ALT O 
ero- 60125 


{S OBTAINED ACROSS 75Q CABLE. AM MODIRA- 
TION €O-60%), INTERNAL $000 CYCLES +52; 
INTERNAL FLAT WITHIN 2 08 FROM 709 TO 
20000 CYCLES. SEVEN ¥O*_TS REQUIRED FOR 
50% MODULATION. INPUT IMPEDANCE 0.25 MEG 
SUPPLY 115/1/60, SIMfLAR TO -60040 EX- 
CEPT OIFFERENT SIZE CASE AND HAS SWITCH 
TO GROUND POSITIVE OR NEGATIVE SIDE OF 
OUTPUT FROM INTERNAL RECTIFIER, 


cv¥- 60126 TEP 

MONITOR PANE 

PROVIDES MEANS OF MEASURING DISTORTION 
OF THE SINGLE SIDEBAND TRANSMITTER OUT- 
PUT. CONTAINS A FIRST DETECTOR WITH OUT 
PUT AT 2625KC, A SECOND DETECTOR WITH AN 
AUDIO OUTPUT, A HARMONIC GENERATOR TO 
DRIVE FIRST DETECTOR, AND A 2625KC 
1/47/45 

FEB. 45 


Cu-60126 
AMPLIFIER TO DRIVE SECOND DETECTOR, 


cw- 60127 uF 

RELAY TEST PANGE CITtAr) 

PROVIDES MEANS FOR TESTING & ADJUSTING 
VARIOUS POLAR RELAYS. OPERATES ON NEGA= 
TIVE 24 VOLT & POSITIVE 130 VOLT BATTERY 
MOUNTED ON STEER PANSL. 


t/t9/45 Jeettae-t 
FEB. 45 Lists 24a 3 


JOETIBE-S 
R & RU, Iss 9 


cw- 60128 up 

AUTOMATIC TELEGRAPH SERVICE 

MONITORING PANE@: & STEEC PANE® EQUIP- 
PED WITH COl4.S, VARISTORS, VACUUM TUBES, 
RELAYS, RESISTORS, CAPACITORS, POTENTIO- 
METERS, SWITCHES & KEYS, INDICATES AU- ° 
OIBLY & VISUALLY WHEN A TELEGRAPH CIR- 
CUIT IS DETERIORATING EXCESSIVELY AS 


1/19/45 X*664218-1 X-664218-1 
FEB. 45 GIST I Rt & R3. ISS 4 
cw-60128 


MEASURED BY SHORTENING OF MARK AND SPACE 
SIGNALS. REQUIRES SOURCE OF POSITIVE & 
HEGATIVE 130¥ DC AND 6.34 AG SUPPLY. 


cWw- 60129 ocs & UP 

TEST AMPLIFIER RECTIFIER 

A 2-STAGE FEEDSACK AMPLIFIER ARRANGED 
FOR AC OPERATION WITH VARISTOR FOR REC- 
TIFCING AMPLIFIED TONE & A db METER FOR 
MEASURING TESTING TONES & DISTORTION 
PRODUCTS. METER HAS RANGE OF O TO 15 db 
ACOVE 1 MILLIWATT. USED IN MAKING DIS- 
1/19/45 H-327-209 H- 527-209 
FEB. 45 LEST I R&u Iss t 


CONFIDENTIAL 


cw-60129 
TORTION MEASUREMENTS AND YOICE FREQUENCY 
RESPONSE. REQUIRES SOURCE OF 105 TO 125 
VOLTS, SINGLE PHASE, 50 TO 60 CYCLES 
POWER. 


cANQ- 60130 oBL-4 

CATHODE RAY OSCILLOSCOPE 

SUPPLY: 105 TO 125/1/50 TO 70.3 “CATHODE 
RAY OSCILLOSCOPE. LINEAR SWEEP FREQUENCY 
8 10 40,000 CPS. FREQUENCY RESPONSE 
UNEFORM FROM 10 TO 100,000 CPS WITHIN 
208 DEFLECTION SENSSTAvitYs 1” DEFLECT#OF 
FOR 0.5 VOLT RMS INPUT. 

2018745 43 2053 

MAR. 45 


cYv- 60131 oct 
FREQUENCY SHIFT MONITOR 
(NPUT: 115 OR 230 4102/1750 TO 60. 
MEASURES & CALIBRATES FREQUENCY SHIFT 
KEYER WHEN MARK FREQUENCY #S 300 TO 700 
CPS ABOVE ASSIGNED TRANSMITTER RADE 
FREQUENCY & SPACE FREQUENCY 300 TO 700 
CPS BELOW ASSIGNED TRANSMITTER RADtO 
2716145 CYV:$63-8-6 
HAR. 45 issue J 


RE #3958 


cyv- 60131 
FREQUENCY & MEASURES & CALIBRATES 
FREQUENCY SHIFT IN CPS WHEN USED ON ANY 
NAVY TRANSMITTER OPERATING WITHEN FREQ. 
RANGE OF 4 TO 26 MES. 


cou- 60132 OBN 
TRANSMETTER MONITOR 
OSCILLOSCOPE 

(nPuT: 11571760. 160 WATTS @NPUT 
FREQUENCY RANGE: $700-2000 KC (CRYSTAL 
FREQUENCIES 1750 KC, 1850 KC, #900 KC, 
1950 KC). DESIGNEO TO HONITOR WAVEFORMS 
& FREQUENCY OF LORAN TRANSMITTERS. THREE 
2/17/45 258 

MAR. 45 


RE 937568 


cou- 60132 
DRIVEN SWEEP SPEEDS OF 25.100 AND 20,000 
MICROSECONDS OURATION FOR OISPLAYING 
EITHER RADIO FREQUENCY OR RECTIFIED 
WAVEFORMS. MARKER CIRCUIT PROVIDES 10 
MICROSECOND MARKERS ON SHEEP TRACE. 
VARIASLE DELAY CERCUIT PERMITS SWEEP TO 
BE FRIGGERED IHMEDIATELY OR OELAYED FROM 
5 TO 300 MICROSECONDS AFIER THE TRIGGER. 


CGQ- 60133 see BELOW 

CRYSTAL CALIBRATOR & MONITOR 

HAS PROVISIONS FOR MOUNTING 10 CRYSTALS 
(SIGNAL CORPS FI+243 OR NAVY TYPE -40125: 
OF ANY FREQUENCY. CONSISTS OF BATTERY 
OPERATED PIERCE OSCELLATOR, WITH CRYSTAL 
SELECTOR SWITCH, FOR CHECKING FREQUENCY 
eFOR USE HETIT TBX SERIES 

20247485 

MAR. 45 


cca- 60133 
OF ANY T8X RECEIVER OR MOKITOREING ANY 
TBX TRANSMUTTER. 


mya’ | AFTRA] 
NAVSHIPS 900,109 


3.60-10 


Class 60—Test Equipment 


i Br Tease ASSIGNED FOR [ oarantns. | 


| 


SHAN |rusr ASSIGNED ror |: of ALARM i 


FIRST ASSIGNED FOR i OPAL GRAYS. 


cGZ- 60134 oAw-t 
PORTABLE TUBE TESTER 
SUPPLY: 11571769. USEO TO CHECK TUBES 


FOR GAS. CRACKED SEALS OR SHORTED 
ELEMENTS. UNOICATES CONDITION OF TUBE 
LIFE BY CHECKING EMESSTON. #NCLUDES 
METERS FOR MEASURING GRID & FILAMENT 
VOLTAGES, & PLATE CURRENT; 2 MANUALLY 


2/23/45 P1408 P140B8-A2 
MAR. 45 ALT @ 
Coz- 60134 


ADJUSTED CONTROLS, 2 PUSH BUTTON SWITCH- 
ES, 3 TOGOLE SWITCHES & 2 PELOT LEGHTS. 
HAS ENCLOSED COMPARTMENT ON RIGHT FRONT 
SLOE TO HOUSE TUBE TO BE TESTED & ALL 
TEST LEADS, DOOR OF WHICH OPERATES 
HNTERLOCK SwWiTCH WHICH AUTOMATICALLY 
DISCONNECTS tf0V¥ POWER SUPPLY WHEN 
OPENED. SAME AS TYPE -60067 CLECTRICALLY 
BUT NOT MECHANICALLY. 


cGZ- 60135 LaG-t 
RF SIGNAL GENERATOR 
FREQUENCY RANGE? 1200 TO 4000 MC. 
SUPPLY: 105 TO 125 VOLTS, SINGLE PHASE, 
60 CYCLES. SIMILAR TO -60083 RF SIGNAL 
GENERATOR EXCEPT FOR ELIMINATION OF 
SHOCK PLATE AND SHOCK MOUNTS AND THE 
AODOtTION OF FEET FO THE CABINET. 
3710745 

MAR. 45 


RE 9268A 


coa- 60136 SX 

SIGNAL GENERATOR 

(INPUT 50/2/60 AT 2 WATTS, 
OUTPUT 88/92 VOLTS. 


O.15 AMP MAX. 


CANCELLED 
B/22/45 3 -A- 336 CHC#22501, 
APR. 45 REV O 

cy- 60137 ocL RE 13AK811B 


VACUUM TUBE ANALYZER 

PROPORTIONAL MUTUAL CONDUCTANCE TYPE, 
CAPABLE OF CHECKING ACCURATELY ALL RE- 
CEIVING TUZES OF THE FILAMENT OR CATHODE 
TYPE, OPERATING WITH FILAMENT VOLTAGES 
FROM 1.5 TO 117 VOLTS. CHECKS ALL 4, 5 
AND 6 PRONG TYPES, 7 PRONG SMALL BASE, 
3/24/45 798 

APR. 45 


60137 
7 PRONG LARGE BASE, OCTAL LOCTAL, BANTAM 
MIN TATS22, AND ACORN TYPES. OPERATES 
FROM 110 TO t20/1/60. WELDED ALUMINUM 
CARRYING CASE, 


eou- 60138 OcU RE 1348908 
CATHODE RAY OSCILLOSCOPE 

tHPUT: 105 TO 125/1/50 TO 60, 50 WATTS. 
CONSISTS OF 3” CATHODE RAY TUBE, AMPLI- 
FIER FOR VERTICAL OEFLECTION & AMPLIFIER 
FOR HORIZONTAL DEFLECTION &@ CIRCUIT FOR 
PROVIDING LINEAR SWEEP VOLTAGES BETWEEN 
RANGE OF 8 AND 30,000 CPS TO BE USED IN 
3/29/45 268 

APR. 45 


Chu- 60138 
CONJUNCTION WITH KORIZONTAL CEFLECTION 
AMPLITFT TO PROVIDE LENEAR TIME BASEL 
INPUT F ENCY RANGE 10 TO 100,000 
CYCLES. GAIN CONTROLS FOCUS, INTENSITY 
8 POSITIONING CONTROLS ON FRONT PANEL; 
ALSO INPUT TERMINALS FOR AMPLIFIERS, 
ALSO HAS CONTROLS & CONNECTIONS AT REAR. 
UNIT HAS 7 FOOT POWER CABLE ATTACHED & A 
CARRYING HANDLE. 


ASUGHED 
ISSUED 


RQ- 60139 GEN. SONAR USE 

NOISE GENERATOR 

tuPuts; §159/1/60, FUSED AT 1 AMPERE, PRO- 
VIDOES EXCETATION TO THE TYPE CQA-51079 
HYDROPHCNE WHICH TRANSHMITS AN UNDERWATER 
SIGNAL FOR CALIZRATION. HAS 4 MOUNTING 
EARS ON BACK, TWO TERMINAL TUBES ON 
UNDERSIDE & THE CHASSIS tS ATTACHED TO 
3/30/45 

APR. 45 


RQ-60139 
THE REMOVABLE FRONT COVER. USEO WITH 
EQUIPMENTS THAT USE BEARING DEVIATION 
INDICATOR BETWEEN FREQUENCY RANGE OF 100 
AND 45,000 CPS. 


RQ- 60140 GEN. SONAR USE 

NOISE GENERATOR: 

{NPUT; 115/1/60, FUSED FOR 1 AMPERE. 
GENERATES A NOISE SOURCE AND FURNISHES 
A CONTROLLABLE BALANCED OUTPUT THAT 
LOOKS LIKE TWO 1-OHM GENERATORS. UNIT 
1S PORTASLE AND SELF-CONTAINED AND 1S 
NOT INTENDED FOR PERMANENT MOUNTING. 
4/5/45 

BAY 45 


CHK- 60144 ocr RE 13A1020 
VOLT-OHM-MILLIAMMETERS PLUS ADO 1 
SUPPLY: INTERNAL BATTERIES, RANGES 
0-2.5-10-25-100-250-1090 VOLTS AC AND 
DC AT 1000 ONMS/VOLT; 0-10-10@-1090 HA 
OC; 0-1000-100,000,-10,000,000 OHS; 
-16 TO 454 Db. PORTABLE AND SUSMERS{ON 
PROOF. 

4/20/45 445 

HAY 45 


caJ- 60142 ocw 

INSULATION RESISTANCE TESTER: 

RANGE: 0 TO 100 MEGOHMS MEASURED AT 
POTENTIAL OF 500 VOLTS. CONTAINS A HAND 
CRANK AC GENERATOR, RECTIFIER FILTER 
AND VOLTAGE REGULATOR SYSTEM. MOISTURE 
PROOF. PORTASLE. 


4/25/45 40A CS-t59 
MAY 45 
cTU- 60143 ocr-! 


VOLT-OHM-MILLIAMMETER? 

SUPPLY: INTERNAL BATTERIES. RANGES? 
0-2.5-10+25-109-250-1000 VOLTS AC AND 
OC AT 1000 OHMS/VOLT; 0-10-100-4000 MA 
OC; O-1000-100,000-t0,000,000 OHMS; -16 
TO +54 Dhe PORTABLE AND SUBMERSION 


PROOF. 

6/1/45 335 CTU-335 
Hay 45 

cL8- 60144 o2a RE 92874 


CAPACITANCE AND RESISTANCE ADD. #1 
BRiOGE: INPUT: 105 TO 1254, SINGLE 
PHASE, 50 TO 60 CYCLES; 40 WATTS. A 
BRIDGE FOR MEASURING CAPACITANCE, RE- 
SISTANCE @ TRANS RATIO OF TRANSFORMERS. 
ALSO HAS ANALYZER CIRCUIT FOR POLARIZ- 
ING ELECTROLYTIC CAPACITORS WHILE MEA- 
S/1/45 245 

JUN. 45 


SURING CAPACITANCE, POWER cL8- 60144 
FACTOR & ELECTRICAL LEAKAGE. RANGES? 
CAPACITANCE, 10 MMFO FO 110 MMFO: POWER 
FACTGR 0 TO SO%; RESISTANCE: 9 OM TO 

Vi MEGOHMS; TURM RATIO: 0.00! TO 11,000; 
INSULATION RESISTANCE 0 TO 10,000 MEG- 
OUMS: LEAKAGE CURRENT: 0 TO 1.0 4A, O TO 
2.5 HA, & O TO S MA; POLARIZING VOLTAGE: 
0 TO SuGY BC. StMILAR IN FUNCTION TO 
TYPE CLB-60007 PORTABLE. 


ASSIGNED 
ISSUED 


crv- 60145 FN 

SIGNAL GENERATOR: 

IRCLUODES ELECTRONEC AND MECHAMICAL CIR- 
CULTS AND PARTS TQ SYNT: (ZE ALL SHIP 
NOISES, PROPELLOR BEATS, ECHO RANGING 
SIGNALS, ETC. 


5/8/45 
JUN. 45 


H1-166086 W-303590 


Sus 0 


caDv- 60146 ocv 

FIELD STRENSTH & NOISE METER: 

OPERATES FROM 105 TO 125/1/50 TO 60. 
FREQUENCY RANGE: 125-400 MC, I STUSLE 
BANO. CAPABLE OF MEASURING VOLTA FROM 
5S TO 100,000 MICROVOLTS, AND WHoN USED 
With TYPE CAOV-66151 DIPOLE ANTENNA CAH 
MEASURE NOISE & FICLO INTENSTIES IN THE 
5/26/45 NMA-3 

JUN. 45 


canvy 60146 
RANGE OF 24 TO 100,000 MIC2OVGLTS PER 
Me + IF OF 30 MC, YhIT IS ESSENTEALLY 
A SUPERHETERCOYNE RECEIVER Whi Aw AS- 
SOUPALED SHOI-NOETSE CALIBAATOR AND A 
SIGNAL TYPE VOLTMETER IN THE OUTPUT GF 
SECONO DETECTOR. 


| 
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